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SECTION 10410

INTERIOR DIRECTORIES - 800 Series

ADVANCE \d12PART 1 GENERAL

tc \l1 "Field result goes here
GENERAL
ADVANCE \d6LISTNUM 1 \l 2
SUBMITTALS

tc \l2 "Field result goes here
SUMMARY
A.
Product Data:

1. Provisions established within the General and Supplementary Conditions of the Contract, Division 1 ‑ General Requirements and the Drawings are collectively applicable to this Section.


a.
Include material details for each sign specified; interior, aluminum frame, hinged cover, rear   illuminated, or building directory.

tc \l3 "Field result goes here
Related Documents:  Provisions established within the General and Supplementary Conditions of the Contract, Division 1 ‑ General Requirements, and the Drawings are collectively applicable to this Section.B.
Shop Drawings:

1. Submit shop drawings showing layout, profiles, and product components, including dimensions, anchorage, all details, elevations, plans and sections required to indicate all conditions. 


C.
Samples:

1. Submit supplier=s standard color chart for selection purposes and selected colors for verification purposes.
tc \l3 "Field result goes here
Section Includes:
ADVANCE \d6LISTNUM 1 \l 2
QUALITY ASSURANCE

tc \l2 "Field result goes here
QUALITY ASSURANCE
A.
Supplier: Obtain all products in this section from a single supplier.

tc \l3 "Field result goes here
Supplier: Obtain all products in this section from a single supplier.B.
Regulatory Requirements: Products shall meet requirements of the Americans with Disabilities Act Accessibility Guidelines (ADAAG) and local amendments and modifications.

tc \l3 "Field result goes here
Regulatory Requirements: Products shall meet requirements of the Americans With Disabilities Act Accessibility Guidelines (ADAAG) and local amendments and modifications.C.
Installer:   Installer specialized and experienced in work similar to that required for this project shall perform Installation.

tc \l3 "Field result goes here
Installer:   Installation shall be performed by installer specialized and experienced in work similar to that required for this project.
tc \l4 "Field result goes here
Warranty Period: Five years from product ship date.ADVANCE \d12PART 2 PRODUCTS

tc \l1 "Field result goes here
PRODUCTS
ADVANCE \d62.1
ACCEPTABLE MANUFACTURERS

tc \l2 "Field result goes here
SIGNAGE SYSTEMSA.
Specifications are based on the Tablet & Ticket 800 Series Directory manufactured in Chicago, IL 800.438.4959. Manufacturers listed whose products meet or exceed the specifications approved for use on the project. Other manufacturers must have a minimum of five years experience manufacturing products meeting or exceeding the specifications and comply with Division1 requirements regarding substitutions to be considered. 

tc \l3 "Field result goes here
Acceptable Product:   Tablet & Ticket 1000 Series Interior Rear Illuminated Directory.ADVANCE \d62.2
SIGN MATERIALS AND COMPONENTS

tc \l2 "Field result goes here
SIGN MATERIALS AND COMPONENTSA.
Materials and Components

tc \l3 "Field result goes here
Materials and ComponentsLISTNUM 1 \l 4 \s 1
Aluminum Extrusions: Meeting ASTM B221, alloy 6063-T5. 

tc \l4 "Field result goes here
Aluminum Panels: Meeting ASTM B209, alloy EN 5052 H12, minimum 0.05" (1.25mm) thick.LISTNUM 1 \l 4
Aluminum Panels: Meeting ASTM B209, alloy EN 5052 H12, minimum 0.05" (1.25mm) thick.

tc \l4 "Field result goes here
Aluminum Extrusions: Meeting ASTM B221, alloy 6063-T5.
tc \l4 "Field result goes here
Accessories: Provide end caps, couplings, coupling fittings, mounting fittings, interchangeable fittings, and other hardware and accessories for a complete installation.ADVANCE \d62.3
FABRICATION

tc \l2 "Field result goes here
FABRICATIONA.
General:   

tc \l3 "Field result goes here
General:   LISTNUM 1 \l 4 \s 1
Comply with requirements indicated for materials, thickness, finishes, colors, designs, shapes, sizes, and details of construction.

tc \l4 "Field result goes here
Comply with requirements indicated for materials, thicknesses, finishes, colors, designs, shapes, sizes, and details of construction.LISTNUM 1 \l 4
Welded Connections:  Comply with AWS standards for recommended practices in shop welding.  Provide welds behind finished surfaces without distortion or discoloration of exposed side.  Clean exposed welded surfaces of welding flux and dress on exposed and contact surfaces.

tc \l4 "Field result goes here
Welded Connections:  Comply with AWS standards for recommended practices in shop welding.  Provide welds behind finished surfaces without distortion or discoloration of exposed side.  Clean exposed welded surfaces of welding flux and dress on exposed and contact surfaces.LISTNUM 1 \l 4
Mill joints to a tight, hairline fit.

tc \l4 "Field result goes here
Mill joints to a tight, hairline fit.LISTNUM 1 \l 4
Pre-assemble signs in the shop.  No visible fasteners.

tc \l4 "Field result goes here
Preassemble signs in the shop.  No visible fasteners.LISTNUM 1 \l 4
Form panels to required size and shape.  Comply with requirements indicated for design, dimensions, finish, color, and details of construction.

tc \l4 "Field result goes here
Form panels to required size and shape.  Comply with requirements indicated for design, dimensions, finish, color, and details of construction.LISTNUM 1 \l 4
Coordinate dimensions and attachment methods to produce message panels with closely fitting joints.  Align edges and surfaces with one another in the relationship indicated.

tc \l4 "Field result goes here
Coordinate dimensions and attachment methods to produce message panels with closely fitting joints.  Align edges and surfaces with one another in the relationship indicated.LISTNUM 1 \l 4
Increase metal thickness or reinforce with concealed stiffeners or backing materials as required to produce surfaces without distortion, buckles, warp, or other surface deformations.

tc \l4 "Field result goes here
Increase metal thickness or reinforce with concealed stiffeners or backing materials as required to produce surfaces without distortion, buckles, warp, or other surface deformations.
B.
Case Finish: 

Select One
tc \l3 "Field result goes here
Case Finish: LISTNUM 1 \l 4 \s 1
Aluminum with anodized finish: Clear, Dark bronze, Black.

tc \l4 "Field result goes here
[ [Clear] [Dark bronze] [Black] anodized finish.]LISTNUM 1 \l 4
Aluminum with a satin matte polyurethane coating, with maximum gloss of 15 degrees. Faces shall be smooth, free of scratches, blemishes or other imperfections.

tc \l4 "Field result goes here
[Provide satin matte polyurethane coating, with maximum gloss of 15 degrees. Faces shall be smooth, free of scratches, blemishes or other imperfections.]3. 
Solid brass: No. 4 brushed satin, No. 8 mirror polished

4.
Stainless steel: No. 4 brushed satin, No. 8 mirror polished
C.
Directory Construction:

tc \l3 "4.
Directory Construction:
1.
Door Frame: aluminum extrusion, mitered and assembled with concealed corner angles, capturing double strength glazing.

tc \l4 "Door Frame: Concealed aluminum extrusion, mitered and assembled with concealed corner angles, capturing [1/4 inch thick gray glass] [1/4 inch thick tempered gray glass] glazing.2.
Casing: Aluminum angle mitered and assembled with concealed corner angles, capturing aluminum back sheet.

tc \l4 "
Casing: Aluminum extrusion, mitered and assembled with concealed corner angles, capturing aluminum backsheet.3.
Unit Depth: 




a. 2” non illuminated



b. 4” top illuminated
tc \l4 "
Unit Depth: 4" or 5-3/4 inch.4.
Hinging: continuous piano hinge on left side.

tc \l4 "
Hinging: Concealed, continuous piano hinge on left side.5.
Locking: Key lock, installed on right side of hinged door.

tc \l4 "
Locking: Concealed allen screw lock , installed in reveal on right side of hinged door.
D.tc \l4 "
[Format C (Open Display): Provide sheet graphics only, with no header or name inserts.]
Backgrounds:

Select Onetc \l3 "Format Options:

1.
Name strips: ½” x 7”, ¾” x 10”, 1” x 14”, or as required 

2.
Magnetic display board

3.
Changeable letter board

4. Cork Board

5 Felt covered cork Board

6 Vinyl covered cork board

4. Floor plans and / or maps

E. Mounting Options:  

Select One
tc \l3 "Mounting Options:  
1.
Surface Mounting: Surface mount directory flush to wall through back plate.

tc \l4 "
Surface Mounting:   Provide mechanical fasteners to surface mount directory flush to wall through backplate.2.
Recessed Mounting: Recess mount directory to wall structure through case sides. 

3.
Post Mounted: Matching finish post base to mount directory into floor.

F. Heights:
Post mounted height:  ** 76" overall by 4" deep.

ADVANCE \d12PART 3 EXECUTION

ADVANCE \d63.1
EXAMINATION

tc \l2 "
EXAMINATION
A.
Site Verification of Conditions:  Verify installation conditions previously established under other                sections are acceptable for product installation in accordance with manufacturer's instructions.

tc \l3 "
Site Verification of Conditions:  Verify installation conditions previously established under other sections are acceptable for product installation in accordance with manufacturer's instructions.
B.
Scheduling of installation by Owner or it(s representative implies that substrate and conditions                 are prepared and ready for product installation. Proceeding with installation implies installer(s                   acceptance of substrate and conditions.

tc \l3 "
Scheduling of installation by Owner or its representative implies that substrate and conditions are prepared and ready for product installation. Proceeding with installation implies installers acceptance of substrate and conditions.ADVANCE \d63.2
INSTALLATION

tc \l2 "
INSTALLATION
A.
Install product in accordance with supplier’s instructions.

tc \l3 "
Install product in accordance with suppliers instructions.
B.
Install product in locations indicated using mounting methods recommended by sign 


manufacturer and free from distortion, warp, or defect adversely affecting appearance.
tc \l3 "
Install product in locations indicated using mounting methods recommended by sign manufacturer and free from distortion, warp, or defect adversely affecting appearance.
C.
Install product level, plumb, and at heights indicated.

tc \l3 "
Install product level, plumb, and at heights indicated.
D.
Install product at heights to conform to Americans with Disabilities Act Accessibility Guidelines



(ADAAG) and applicable local amendments and regulations.

tc \l3 "
Install product at heights to conform to Americans with Disabilities Act Accessibility Guidelines (ADAAG) and applicable local amendments and regulations.E.
Install directories within 1/4 inch vertically and horizontally of intended location and in accordance with manufacturer's recommendations.

tc \l3 "
Install directories within 1/4 inch vertically and horizontally of intended location and in accordance with manufacturer's recommendations.
ADVANCE \d6

tc \l3 "
Schedule: Refer to signage schedule and Drawings for sizes, locations and layout of directory types, header and namestrip  text copy, and graphics.
ADVANCE \d12END OF SECTION
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